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AcrossSystem®  

Card Centr�fuge

Ref. No: 900100

AcrossSystem®  

Card Incubator

Ref. No: 900110

• 24 Across Gel® Card capac�ty
• Speed,brak�ng and t�me opt�m�sed forAcross Gel® Cards.
• V�sual and aud�ble alarm �n case of unbalanced load�ng,  

power fa�lure or at the end of process�ng t�me.
• Rema�n�ng process�ng t�me and centr�fuge speed are  

shown on the d�g�tald�splay.
• Removable and mod�fiable �mpeller and card slots

• 24 Across Gel® Card capac�ty
• Two d�fferent blocks w�th 12 Across Gel® Card capac�ty  

each work�ng �ndependently.
• Prev�ously adjusted at 37 ºC for Across Gel® Cards and  

t�me cal�brated.
• Rema�n�ng process�ng t�me and temperature are shown  

on the d�g�tal d�splay des�gned for two d�fferent blocks.
• V�sual and aud�ble alarm �n case of power fa�lure or at  

the end of process�ngt�me.
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AcrossSystem®  

P�pette

Ref. No: 900120

AcrossSystem®  

D�spenser

Ref. No: 900130

AcrossSystem®  

Workstat�on

Ref. No: 900140

• Ser�al p�pett�ng �s eas�er w�th s�ngle �ntake wh�ch allows  
8 t�mes 50 ul, 16 t�mes 25 ul or 40 t�mes 10 ul d�spens�ng.

• Easyaccess to the base of test tubes through p�pette t�p.

• S�ngle use p�pette t�ps can be d�sposed qu�ckly and safely.

• Canbeappl�edw�thbothhandsthanksto �tsergonom�cdes�gn.

• Fast and rel�able usage
• Usage w�th 100ml or 500ml v�als

• 12/18/24 Across Gel® Cardcapac�ty
• 100ml Across L�ssspace
• 500ml Across L�ssspace
• 25ml Across Bromel�n space
• 8 RBC v�al spaces
• 36/54/72 tube areas for preparat�on of suspens�on
• Adjustable to work w�th both hands
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Across System® Card Reader

Ref. No: 900160

CardRea
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GENERAL FEATURES

• Easy to place �n small spaces w�th a un�que,
compact des�gn and operat �ng system.
• Across System® Reader type and test type are
automat�cally perce�ved through the gel card
barcodes and the necessary �nterpretat�on �s
presented w�thout user�ntervent�on by meansof
�ts software.

• Agglut�nat�ons �n the m�crotubes are detected
through the or�g�nal d�splayof Across System®
Reader by means of �ts CCD camera.
Across System® Test evaluat�on �s performed
automat�cally. It allows user �ntervent�on on a
touch screen when necessary.
• It �s poss�ble to connect Across System® Reader w�th
automat�on systems dually. Among w�th test results,
Across System® Readerd�splaycanalsobe transferred
toautomat�on system when necessary.
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Merkez / HeadOffice

Fabrika /Factory

Barbaros Mah.Tophanelioğlu Cad. IşıkAptNo:70/1PK 34662 Üsküdar- İstanbul/Türkiye  
Tel: +90 (216) 326 70 42  •   Faks: +90 (216) 340 16 89  •   e-mail:diapro@diapro.com.tr

İnönü Mah. GebzePlastikçilerOSB AtatürkBlv.No:25/1PK 41400 Gebze- Kocaeli /Türkiye  
Tel: +90 (262) 751 53 34  •   Faks: +90 (262) 751 53 37  •   e-mail: diapro@diapro.com.tr
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